——CRILL 19 mm HOLE FOR WIRING

19 mm STAINLESS
STEEL BANDS & BUCKLES

CLAMSHELL MOUNTING

| ——see wotE 4

DRILL 23 HOLE
CLAMSHELL MOUNTING mPE T

HARDWARE <
OPEN VIEW 2 mm WEEP HOLE REGTD.

LEGEND
—_—
| - ROUND POLE PLATE AL DIMENSIONS ARE SHOWN IN MILLIMETERS (mm) UNLESS OTHERWISE NOTED.
2- 38 mm x 305 mm GALV.PIPE, THREAD BOTH ENDS
ST RRENL
5 - 38 mm LOCK NIPPLE NOTES:
81 NArn T o JEYICE, SETRATED. 72 TEETH 1+ MOUNTING HEIGHT OF PEDESTRIAN SIGNALS
8 - POLE SHAFT (MASK ARM) 25m -3 m TOBOTIOM OF HOUSING.
(&7 38 mm TEE WITW =1 sCaew 2 - VOUNT PUSH BUTTONS L1 m TO 1.2 m ABOVE GROUND

OR SIDEWALK SURFACE.

3 - RADIUS TO MATCH POLE OR BE ADJUSTABLE.

4 - DRILL 13 mm MOUNTING HOLE AND ATTACH TO POLE WITH
12 mm BOLT (REQUIRED ON NON-TAPERED POLES ONLY).

mm GALV, PIPE, THREAD ONE END ONLY
1L - 114.3 mm [NSIOE_DIA. POI MOUNTED TERMINAL COLLAR
12 - 114.3 mm_INSIOE_DIA. ADAPTER WITH SERRATED PORTS

13 - 100 mm GALV.PIPE SHAFT

14 - 38 mm ORNAMENTAL CaP

15 - 38 mm LOCK NUT

16 - 38 mm GALV.PIPE, THREAD BOTH ENDS, CUT 10 SIZE
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